
Product Code Polymer Type
*Acrylonitrile Modified

Weight 
Solids

Viscosity
(cps) Tg °C Description

SC 6016 Acrylic 45.5% <300 25 Self-crosslinking all acrylic

SC 6023 Styrene / Acrylic 50% 350 30 Crosslinking styrene/acrylic for textile and non-woven applications; provides 
firmness and excellent water resistance

SC 6026 Acrylic 46% <200 -11 Crosslinking acrylic, providing soft film and good dry-cleaning / laundering 
resistance

SC 6044 Acrylic* 60% <2000 12 High solids and self-crosslinking polymer with medium hand and outstanding 
durability to washing and dry cleaning

SC 6074 Acrylic 45% <100 28 Self-crosslinking acrylic with firm hand; APEO-free

SC 6094 Styrene / Acrylic 49.5% <2000 40 Self-crosslinking Styrene/Acrylic

SC 6129 Acrylic 48% <750 -16 Self-crosslinking acrylic requiring a soft feel

SC 6133 Acrylic 47% <350 25 Formaldehyde-free all acrylic with high tensile strength and elongation

SC 6185 Acrylic 44.5% 275 -8 Self-crosslinking acrylic with excellent flexibility and high reactivity; 
yields tough, chemically resistant films

SC 6280 Styrene / Acrylic 46% <500 9 Crosslinking copolymer with good water resistance

SC 6281 Styrene / Acrylic 50% <500 19 Crosslinking copolymer with good water resistance
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SC 6445 Acrylic 50% 275 41 Exhibits excellent UV resistance and good solvent resistance; can be 
crosslinked with melamine

SC 6486 Acrylic 44.5% <250 -29 Self-crosslinking acrylic with excellent flexibility, hydrophobicity, and 
durability to washing and dry cleaning

SC 6586 Acrylic 59% 1000 -30 Acrylic copolymer designed for textile applications; can be crosslinked 
with an acid catalyst and heat

SC 6659 Acrylic 45% <500 -14 Self-crosslinking acrylic with exceptional adhesion and high rectivity; yields
tough, durable articles with good chemical and laundering resistance

SC 6742 Acrylic* 60% 225 -11 High solids self-crosslinking acrylic; APEO-free

SC 6763 Acrylic* 41% <100 -30 All acrylic providing medium hand, and outstanding 
durability to washing and dry cleaning

SC 6768 Styrene / Acrylic* 47% <800 -15 Good flexibility, hydrophobicity, and abrasion resistance

SC 6826 Acrylic* 51% <500 1 Crosslinking acrylic providing a soft film with excellent dry cleaning 
and laundering resistance

SC 6946 Acrylic 46% <500 -1 Self-crosslinking acrylic providing soft hand; yields tough non-wovens 
fabrics and paper filters

SC 6827 Acrylic 62% <200 0 High solids and self-crosslinking

SC 6872 Acrylic 47% <500 42 High Tg acrylic with high hardness for rigid fabric composites

SC 6945 Acrylic 45% <500 35 Carboxylated, self-crosslinking acrylic exhibiting excellent UV resistance, 
solvent resistance, and good pigment wetting
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